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DRT6300 AND DRC6300 PV SERIES

P/N 900627-01,  REV. NC,  04/2016
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DIRECT-VENT POWER-VENT FIREPLACES

NOTE: DIAGRAMS & ILLUSTRATIONS ARE NOT TO SCALE.

Models A B C

40” Models 50-3/4”
1289 mm

45”
1143 mm

139-1/8”
3534 mm

45” Models 56-7/8”
1445 mm

50”
1270 mm

144-1/8”
3661 mm

Models A B C D

40” Models 50-5/8”
1286 mm

83-5/8”
2124 mm

59-1/8”
1502 mm

41-7/8”
1064 mm

45” Models 56-3/4”
1441 mm

89-7/8”
2283 mm

63-1/2”
1613 mm

44-7/8”
1140 mm

Models A B C D E F G H J

40” Models 50-5/8”
1286 mm

39-1/4”
997 mm

45”
1143 mm

25-3/8”
645 mm

34”
864 mm

37-5/8”
956 mm

33-1/8”
842 mm

29-3/8”
746 mm

34-3/4”
883 mm

45” Models 56-3/4”
1442 mm

44-1/4”
1124 mm

47-7/8”
1216 mm

28-3/8”
721 mm

40-1/8”
1019 mm

43-5/8”
1108 mm

38-1/8”
969 mm

34-1/2”
876 mm

41”
1042 mm
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Diagrams, illustrations and photographs are not to scale. Consult installation 
instructions. Product designs, materials, dimensions, specifications, colors, and 
prices are subject to change or discontinuance without notice.

A

B C

VENT FRAMING 
TOP VENT WITH 2 FEET
VERTICAL VENT AND
ONE 90° ELBOW

Framing should be constructed
of  2x4 or larger lumber.

Inches (mm)

(641)
25-1/4”

1/2 A

10-1/2” 
(267)

7” 
(178)

5-1/8” 
(130) 12-1/8”

(308)

PIPE CENTERLINE

C

Back wall of chase/enclosure
(including any finishing materials)
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Inches (millimeters)
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Specifications and clearances are subject to change without notice.  
Refer to Installation Manual before installation of these appliances for 
updated dimensions and instructions.
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DRT6300 AND DRC6300 PV SERIES

NOTE: DIAGRAMS & ILLUSTRATIONS ARE NOT TO SCALE.

3-1/2” 
(89 mm)

Top View of 
Fireplace

Combustible materials
may project beyond
either side of the
fireplace opening as
long as they are kept
within the shaded
“Safe Zone” area. 

At 0” minimum
side wall clearance,
one combustible
wall can project to
any length.

 
45o

Mantel Leg,
Trim, or Wall

Listed by PFS Corporation to - Z21.50b 
(in Canada, CSA-2.22b), and CAN/
CGA-2.17-M91 (R2009) in both USA 
and Canada, as vented gas fireplaces.

PFS ®

USC

Report No. F14-106

Siding

Stucco

1-1/4” (32 mm) Maximum
Recess of the Square
Termination into Exterior
Finishing Material

Exterior Surface of
Framing

6” to 9-1/4”
(153 to 235 mm)**

Exterior Surface of Siding
Interior Surface of

Finished Wall

Maximum  wall thickness
9-1/4” (235 mm)**

Power Vent
Termination

Maximum Extent of Vent Run
Sections Relative to Exterior
Surface of Framing

Last Vent Section.
Use Telescopic Vent

Section (SV4.5LA),
If Necessary

Adaptor
SV4.5RCH

*Use silicone caulking to
seal the top and sides of
the termination, up to the
underlayment, stucco, or
masonry wall surface.

Power Vent
Termination

*Caulk

*Caulk

12 (305) MANTEL

10 (254) MANTEL

8 (203) MANTEL

6 (152) MANTEL

4 (102) MANTEL

4
(102)

14
(356)

12
(305) 10

(254)
2 (51) MANTEL TOP OF

APPLIANCE
6

(152)

8
(203)

MANTEL
CLEARANCES

Inches (mm)

NOTE: Hood shown as positioned in louvered 
front model. The hood position in the flush 
faced front model is lower than shown.
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Top of Fireplace 
Opening

Drywall

Noncombustible

Horizontal
Termination

Fireplace Recessed
Application
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Opening

Drywall

Noncombustible

Horizontal
Termination

Fireplace

Cat. 
No.

Model Weight Cu. Ft.

F2220 DRT6340TYN 258 lb. 48.3
F2221 DRT6345TYN 300 lb. 58.0
F2222 DRC6340TYN 258 lb. 48.3
F2223 DRC6345TYN 300 lb. 58.0

24"
(610 mm)

Ventilated or 
Unventilated Soffit

Power Vent Termination

Combustible

Combustible Projection
Greater than 2-1/2" in length

Combustible Projection
2-1/2" or less in length

Side Elevation View

3”
(77 mm)

18”
(457 mm)

Power Vent Unit Uses 4.5”/ 7.5”
Secure Vent® Rigid Direct-Vent Components


