CRAFTSMAN™ 36 SERIES

WO0OD-BURNING FIREPLACES
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CRAFTSMAN™ 36 SERIES
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g Product Reference Information E
“E [’;ﬂ: Model Desc. | Interior smip';.g ?Il;'lmr;g \E Report No. 10-078
E - - g s This fireplace has been tested
—— FO706 | Craftsman36P2 | Radiant | WS 1841b. | 23.8 cu. ft. \m and approved by PFS Corpora-
= [For0s | oraftsman3eP2 | Lower | WS | 184b. | 238cu. S et s Facton Bt
h -I: pliance and may be used with gas
E "i" logs approved to ANSI 221.60,
Q_ ~ 721.84 or 221.11.2 standards.
Clearances to Combustibles Mantel Clearances
Description Min. Clearance Side View
Ceiling 40 (1016) Combustible
; ) . Material
Back and sides of fireplace 3/4 (19) 12 (305
Floor 0(0)* R(el. )
Perpendicular wall to opening 12 (305)
Top spacers 0(0 ? tante! Safe Zone for
Chimney outer pipe surface 1(26) 6 (153) Projection of
Ref. o Combustible Materials
* Not required at nailing flanges 33
** See step 2 of Framing in the Installation and Operation Manual f
& 3(77) Nom.
o .
% Side Wall Clearances *{§ |
i 1-1/2 (38) Max: I ‘
g
S Top View Firebox 12 305)
T Min. [
o 8 (204) ‘
/i N
”
///////////// 9 (229) Min. Upper Section
, (229) 4
saezone] of Fireplace
M
33° /
Min. to Perpendicular Combustible Material
Side Wall 12 (305) ~— ~  Must Not Overlap o
Front Face Inches (millimeters)
Return
Elbow Return
Elbow Return
Offset Elbow
Elbow Offset .
6'(1.8 M) 6' (1.8 M) B
. Max. Max. Ceiling
> Venting Support Pipe
= Uses Standard (8DM) and Return Return 125-8DM 6 (1.6M)
= Hi-Temp (8HT) Wood Burning Elbow Elbow Max.
QQJ Chimney. For Canada Use 8HT
= Chimney
Offset Offset >
Elbow 6 (1.8 M) Elbow 6 (1.8 M)
Max. Max.
Offset
Elbow
A B C
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