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WOOD-BURNING FIREPLACE
(Box only, Mosaic Masonry Brick Liner Required)

NOTE: DIAGRAMS & ILLUSTRATIONS ARE NOT TO SCALE.
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   Maintain 1-1/2 (39)
         Clearance at Sides and

Back of Fireplace

      Maintain 1-1/2 (39)
             Clearance Not Required

                      Where the Side Wall Framing
                 Meets the Fireplace at the

Nailing Flanges
F

E

D

Parallel Framing 
Dimensions

Corner Framing 
Dimensions

Inches (millimeters)

Inches (millimeters)

Citadel48
A 76-3/8 (1940)

B 60-7/8 (1547)

C 31-5/8 (804)

Citadel48
D 60-7/8 (1547)

E 107-3/8 (2728)

F 78-7/8 (2004)

P/N  901013-01  REV. B  02/2021



Printed in U.S.A. © 2021 Innovative Hearth Products
P/N  901013-01  REV. B  02/2021 Page 2 of 2

Cl
ea

ra
nc

es
Ve

nt
in

g
Citadel48

Pr
od

uc
t I

nf
or

m
at

io
n

Li
st

in
g 

In
fo

rm
at

io
n

PFS ®

USC
Report No.  F09-142

These fireplaces have been tested and approved 
by PFS TECO under UL127/ ULC-S610 standard 
as a Factory Built Appliance and may be used 
with gas logs approved to ANSI Z21.60, Z21.84 
or Z21.11.2 standards.

Fireplace Reference Information

Cat. No. Model Shipping Wt.  Shipping Vol.
F4255 Citadel48 347 lbs. 139.8 cu. ft.

Clearances to Combustibles

Description Min. Clearance

Back and sides of fireplace 1-1/2 (39)*

Front of fireplace 48 (1220)

Floor 0 (0)**

Perpendicular wall to opening 18 (458)

Top spacers 0 (0)

Chimney outer pipe surface 2 (51)

Mantel Clearances

Return
Elbow 

Offset 
Elbow

Offset 
Elbow

Return 
Elbow

B

Return
Elbow 

C

Offset 
Elbow

Ceiling 
Support Pipe
12S-12DM

Return
Elbow 

Offset 
Elbow

Return 
Elbow

Offset 
Elbow

6' (1.8 M)
Max.

6' (1.8 M)
Max.

6' (1.8 M)
Max.

6' (1.8 M)
Max.

6' (1.8 M)
Max.

6' (1.8 M)
Max.

A

6 (153)
Ref.

12-1/4 (312)
Ref.

1-1/2 (39) Max.

3 (77) Nom.

Combustible
Material 

Safe Zone for 
Projection of 

Combustible Materials  

Fireplace Opening

Upper Section
of Fireplace 

33°

15 (381) Min.

12 (305) Min. 

0 (0) to Bottom 

No Combustible 
Material on Front 
Face Except for 

Mantel Applications

2 (51)Chimney
Airspace Clearance
to Combustible Material

1-1/2 (39)
Airspace
Back and Sides

12 (305)
Each Side

18 (458) Min.
to Perpendicular

Wall
Hearth
Extension
72 x 20 (1829 x 508)

Outside Air
Access Location

Gas Line
Access Location

Hearth Spacer
(Required for 
Combustible Floor) 

Mantel

Side View

Mantel

Inches (millimeters)

* Not required at nailing flanges
** See step 2 of Framing in the Installation and Operation Manual

Citadel48 fireplace with 
hearth spacer (required 
for combustible floors)

Venting
Uses Standard (12DM) and 

Hi-Temp (12HT) Wood-Burning 
Chimney and Hi-Temp (12HT) 

Wood-Burning Chimney

Mosaic Masonry Brick Reference Information

Cat. No. Description Shipping Wt.  Shipping Vol.

F4253 MOSAIC48WRSH Masonry 48” Warm Red Split Herringbone 630 lbs. 29.8 cu. ft.

F4254 MOSAIC48IVSH Masonry 48” Ivory Split Herringbone 630 lbs. 29.8 cu. ft.

F4545 MOSAIC48SGSH Masonry 48” Slate Grey Split Herringbone 630 lbs. 29.8 cu. ft.

F4546 MOSAIC48MISH Masonry 48” Midnight Split Herringbone 630 lbs. 29.8 cu. ft.


