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STANDARD FEATURES
Available in 36" and 42" radiant smooth faced models.
28" tall and full width refractory opening on all models

Realistic refractory liner available in stacked
or herringbone pattern.

Durable 304-stainless steel on front face,
and all surfaces exposed to weather.

Robust stainless steel fire screens maintain
their beauty over time

Select from a variety of compatible vent-free log sets
and controls (sold separately).

Optional brushed stainless hood available for reduced
mantel clearances.

Optional drain pan and outside air kit are available.
20 year limited warranty

Compatible with any listed ANSI Z21.97 outdoor vent-free log set.
Also approved for indoor use with any listed ANSI 721.11.2 vent-free
log set. Choose a Superior vent-free log set for best results.

superiorfireplaces.us.com

INTERIOR OPTIONS
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APPLIANCE SPECIFICATIONS
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Front View
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Right Side View
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Visit us online
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FRAMING SPECIFICATIONS

VRE4236 VRE4242
42-3/4" 48-3/4"
46-1/2" 46-1/2"
C 20-1/2" 20-1/2"
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INTERIOR FIREBOX DIMENSIONS*

VRE4236 VRE4242
FRONT WIDTH 35" 41"
REAR WIDTH 23-1/4" 29-1/4"
DEPTH 17-3/8" 17-3/8"
HEIGHT 28" 28"

* To assist with compatible log size selection

IMPORTANT NOTES:
As with any fireplace, this appliance is extremely hot during operation. Read and understand all
operating instructions before using this appliance. For further information, consult your dealer.

Local conditions, such as elevation and choice of fuel will affect overall appearance of the fire
and heating performance. Performance can also vary with home design and insulation, ceiling

height, ies ch and location.

Diagrams, illustrations and photographs are not to scale — consult installation instructions.
Product designs, materials, di specifi colors and prices are subject to change
or discontinuance without notice.
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